12/18/2003 15:37 6509684517 



SIEMENS CORP. IPD-W 



PAGE 02/08 



Serial No,: 09/378.196 Attorney Docket No.: 99P7442US01 

IN THF CLAIMS: 

This listing of the claims will replace all prior versions and listings of the 
claims in the application: ^ 



1 . (Currently Amended) A telecommunications system, comprising: 
a packet s>Aritched network; 

one or more telephony devices coupled to said packet switched network, said 
one or more telephony devices configured to communicate using one or more coding 
algorithms; and 

a bandwidth allocation sen/er configured to cause a renegotiation of which of 
said coding algorithms said one or more telephony devices communicates sfidtti while 
said one or more telephony devices are communicating using a predetermined coding 
algorithm; 

wherein said bandwidth flllnnatinn g^Rrver la adapted to transmitone or more 
r^ne gotiatinn RignalR tn one or more telc^phnny devices involved in a communicat ion a 
tpjf^phon y device seekft tn join and one or more telephony devices -Involved In ano ther 
pj-immunication 

2, (Original) A telecommunications system in accordance with claim 1 , said 
packet switched network being H.323 compatible 

3, (Previously Presented) A telecommunications system in accordance with 
claim 1, said bandwidth allocation server configured to initiate said re-negotiation If one 
or more existing connections have a quality of service (QoS) level which may be 
altered. 

4. (Original) A telecommunications system in accordance with claim 1 , said 
bandwidth allocation server configured to initiate said renegotiation if a level of data 
traffic exceeds a predetemnined threshold. 
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5. (Currently Amended) A method for operating a telecommunication 
system, comprising: 

monitoring network usage at a bandwidth allocation server, ,sRid nrionitorinfl 

including rnpnitnring a plurality of confftrftnce calls: and 

changing codec speed for said plurality of r^nferftnce calls on e o r more ongo i ng 
eo nnections based on said monitoring network usage, responsive to signals from said 
bandwidth allocation server. 




6. (Original) A method according to claim 5, including determining whether 
an existing connection has a lower quality of service (QoS) than another connection, 
and changing said codec speed for said existing connection responsive to said 
detemnining 



7. (Previously Presented) A method according to claim 5, including 
determining whether data traffic on a monitored network has exceeded a predetermined 
threshold. 

8. (Currently Amended) A telecommunications device, comprising: 
means for establishing a connection with another telecommunications device 

using a first coding algorithm; and 

means for changing a communication over said connection from said first coding 
algorithm to a second coding algorithm, said changing means responsive to one or 
more signals from a bandwidth allocation server that monitors network conditions^^^aid 
tondwidth allQcatiQn.,.servRr arlflptftd to transmit -aaid, signals to all active multimedia 
entities. 

9. (Original) A telecommunications device according to claim 8, including 
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means for directing said another telecommunications device to renegotiate coding 
algorithm from said first to said second coding algorithm. 

1 0. (Original) A telecommunications device according to claim 8, said 
changing means including means for monitoring networi< usage. 

1 1 . (Previously Presented) A telecommunications device according to claim 
10, wherein said monitoring means monitors said network usage for levels of data 
traffic. 

12. (Previously Presented) A telecommunications device according to claim 
10, wherein said monitoring means monitors said network usage for actual and 
requested quality of service (QoS) levels. 

13. (Original) A telecommunications device according to claim 12, wherein 
said changing means changes from said first coding algorrthm to said second coding 
algorithm if said connection has a lower QoS than another connection. 
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